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EP096I1-CK outputs
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All trap output are an 
open contact, closing on 
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EP096I1-CK Trap machine connections

There are two indipendent sets of 8 traps for Set A and Set B. 
Those can be manually switched by using a switch connected 
to the 3 pin connector called  «SW».
This will allow to connect combined ranges like: UT and 
Compak or AT and DTL. The Switch will divert all the triggering 
signal from Set A and Set B when switched (details in the next 
pages).

All trap outputs have an open contact between pin 1 and 2 of 
each "T1", "T2", etc.. that closes when there is a target release. 
It is also highlighted by the turning on of the LED of each realy.
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In case of the need to trigger the machines using an existing 
relay in the bunker, it is possible to use the «J PWR» 
connector to feed the 12 volts. (Next pages for detials)
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EP096I1-CK Trap connection «Open contact»

T1
T2

T3
T4

T5
T6

T7
T8

Tr
ap

 s
e

t 
A

   
   

  1
-8

Tr
ap

 s
e

t 
A

   
   

  1
-8

B

C

To connect Trap machines that require an open contact (or 
shortcut) just simply connect the two wires to the relative 
slot in the 16pin connector of Trap Set A (Or B).

Machine output usage:

Compak: A= T1, B= T2, C= T3, D= T4, E= T5, F= T6, G= T7, H= T8
DTL/5 STAND: from T1 to T5
American Trap: T8



Page 4

Elettronica Progetti s.r.l.
Via Oros, SNC

00071 Pomezia (Roma) – Italy

tel.: +39 069342181

fax: +39 069344987

www.elettronicaprogetti.com

info@elettronicaprogetti.com

EP096I1-CK Trap connection «12 volt relay»
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To connect Trap machines with already existing 12 volt realys in the bunker, connect the 
negative wire to the "T1 – Pin 1" and the Positive to "+12" of J PWR.
Then from "GND" of J PWR, feed the negative to the "T1 – Pin 2" create a 12volt  on triggering.

Machine output usage:

Compak: A= T1, B= T2, C= T3, D= T4, E= T5, F= T6, G= T7, H= T8
DTL/5 STAND: from T1 to T5
American Trap: T8
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EP096I1-CK Trap SET switch
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To manually switch between Trap set A and Trap set B, follow 
the scheme on how to connect a manual selector

The EP096I1-CK connection box, allows for combined ranges trap outputs to be switched in two groups A and B.
Only one group can work at the time.
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